
La
w

s 
an

d
 b

ui
ld

in
g 

an
d

 s
af

et
y 

co
d

es
 g

ov
er

ni
ng

 t
he

 d
es

ig
n 

an
d

 u
se

 o
f g

la
ze

d
 

en
tr

an
ce

, w
in

d
ow

, a
nd

 c
ur

ta
in

 w
al

l p
ro

d
uc

ts
 v

ar
y 

w
id

el
y.

 K
aw

ne
er

 d
oe

s 
no

t 
co

nt
ro

l 
th

e 
se

le
ct

io
n 

of
 p

ro
d

uc
t 

co
nfi

gu
ra

tio
ns

, o
p

er
at

in
g 

ha
rd

w
ar

e,
 o

r 
gl

az
in

g 
m

at
er

ia
ls

, 
an

d
 a

ss
um

es
 n

o 
re

sp
on

si
b

ili
ty

 t
he

re
fo

r.

K
aw

ne
er

 r
es

er
ve

s 
th

e 
rig

ht
 t

o 
ch

an
ge

 c
on

fig
ur

at
io

n 
w

ith
ou

t 
p

rio
r 

no
tic

e 
w

he
n 

d
ee

m
ed

ne
ce

ss
ar

y 
fo

r 
p

ro
d

uc
t 

im
p

ro
ve

m
en

t.

©
 K

aw
ne

er
 C

om
p

an
y,

 In
c.

, 2
01

4

kawneer.com

EC 97911-077

24 Product Selection Guide JULY, 2015

ADM004

OVERHEAD GLAZING

Product
1600

Sloped Glazing
2000 Skylight

Catalog Section Overhead Glazing Overhead Glazing

Typical
Detail

Sightline 2-1/2" 2-1/2"

Depths 4-3/4", 6" 5-1/2", 7", 8-1/4"

Applications Low to High-Rise Low to High-Rise

Infill Options Up to 1-5/16" 1/4" and 1"

Glazing Options Outside Glazed Outside Glazed

Thermal PVC Isolator PVC Isolator

SSG Yes Yes

2 Color Option Yes Yes

Integrated Entrance
Framing — —

Windows
Integration — —

GLASSventTM

Integration — —

Fabrication
Method

Coped/Overlapped/
Mechanically Fastened

Coped/Overlapped/
Mechanically Fastened

Product
Description

A monumental slope glazing
system that easily integrates 
into the 1600 Wall systems.  
Has a standard silicone glazed 
purlin. Fully factory fabricated 
for quality.

A h igh per formance,  low 
cost slope glazing system
e n g i n e e r e d  t o  b e
self-supporting.  Available in 
slope, gables, pyramid, and 
canopy configurations. The
system has optional silicone 
glazed purlins.  It is supplied 
as a ful ly-engineered and
fabricated package for easier
on-site installation.

Performance
Test Standards

ASTM E283
ASTM E330
ASTM E331
AAMA 501.1
AAMA 1503
AAMA 507
NFRC 100/200/500

ASTM E283
ASTM E331
AAMA 1503
AAMA 507
NFRC 100/200/500


