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ADM004

MALL FRONTS

Product
1010  

Sliding Mall Front
1010C  

Sliding Mall Front
1040  

Sliding Mall Front

Catalog Section Sliding Doors Sliding Doors Sliding Doors

Typical
Detail

Sightline 1", 1-3/4", 3-7/16", 5-1/8" 1-3/4", 2-5/16", 2-15/16" 2-1/8", 4"

Depth Varies by # of panels Varies by # of panels 1-3/4"

Applications Interior Interior Interior or Exterior

Infill Options Up to 1" 3/16" & 1/4" 1/4" & 1"

Cross Rails/Muntins Yes Yes Yes

Product
Description

The 1010 sliding mall front is 
a floor supported, multi-track 
(surface or recessed), sliding 
door offering parallel in-line 
stacking. The 1010 sliding mall 
front is intendead to be used
primarily as an interior unit. 
It may be used as an exterior 
unit when optimum weathering
performance is not required.

The 1010C sliding mall front is 
a floor supported, multi-track 
(surface or recessed), sliding 
door offering parallel in-line 
stacking. The 1010C sliding 
mall front is intended to be used
primarily as an interior unit. 
It may be used as an exterior 
unit when optimum weathering
performance is not required.
It accepts a swinging entrance 
door within the sliding panels. 

The 1040 sliding mall front is 
a floor supported, single track 
(surface of recessed), sliding
door offering three separate 
stacking options (Paral le l
staggered, parallel even and 
90° stacking). The 1040 sliding 
mall front is intended to be used
primarily as an interior unit. 
It may be used as an exterior 
unit when optimum weathering
performance is not required.

Hurricane
Resistant Tested — — —

Performance
Class/Rating — — —

Performance
Test Standards — — —


